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CHURCHLANDS CONCERT HALL 
 
 
STAGE DIMENSIONS 
 
Upstage Width - 15.2m 
Downstage Width – 18.3m including 1.7m wide stairway either side 
Depth - 11.5m 
 
Clearance above stage - 6.0m 
 
Stage surface 6mm Masonite painted black. 
 
AUDITORIUM 
 
Seating capacity 504 including 7 removable seats (A22 - A28) for wheelchair access 
 
STAGING UNITS (Rostra) 
 
5 x Steel framed, timber top, 1200mm x 1800mm x 300mm High 
5 x Steel framed, timber top, 1200mm x 1800mm x 600mm High 
10 x Steel framed, timber top, 1200mm x 1800mm x 900mm High 
2 x single tread 
2 x set stairs 2 x tread 
2 x set stairs 4 x tread 
 
 
AUDIO 
 
Main Speaker System 

 
4 x JBL VRX932LAP line array speakers per side 
2 x JBL VRX918SP subwoofer per side 
 



Monitor Speakers 
 
4 x JBL SRX series (4 x sends) 
1 x CTs 4200 Crown Amplifier 
 
FOH Control 
 
1 x Roland M-480 Digital Mixing Console 
 
Microphones 
 
4 x Shure SM58 dynamic microphone 
3 x Shure SM57 dynamic microphones 
8 x Shure PG81 condenser microphone 
4 x Radial J48 DI 
 
Radio Microphones 
 
4 x SLX4 radio receivers 
4 x SLX1 radio beltpack transmitter with BETA 54 head worn microphone 
4 x SLX2 radio hand held transmitter with SM58 capsule 
 
Replay 
 
1 x Denon 5Disc CD Player 
1 x Sony Blu-Ray Disc/DVD Player 
 
 
 
 
LIGHTING 
 
Lighting Console 
 
1 x Jands Vista S3 Lighting Console 
1 x Theatrelight NZ Scenemaster III 24/48 Lighting Console 
 
Lamps 
 
12 x ETC Source Four 15-30° Zoomspot Profile 
4 x ETC Source Four 19° Profile 
10 x Strand Harmony 15-28° Profile 
22 x Scena 1000W Fresnel 
15 x LED iC-Color Pro 1212 Multipar RGBWA-UV 
8 x LED Pro PAR 64 RGB 
4 x LED Par Can RGBAW 
 
Dimmers 
 
2 x Jands WMX 12 channel (2.4KVA) dimmer system 
1 x Jands FPX 12 channel (2.4KVA) dimmer system 
1 x Jands GP12c 12 channel dimmer 
 
Lighting Bars 
 
3 x motorized overhead lighting bars, maximum distributed load of 300kg each. 12 x channel each 
1 x static overhead 400mm box truss upstage, maximum distributed load of 600kg. 12 x channel 
2 x Vertical bars, 1 x per side. 6 x channel each. 
 
 
 
 



AUDIO VISUAL 
 
1 x 16:10 ratio Retractable Screen with 225” diagonal projection area 
1 x Sony VPL-FH500L Projector 
 
 
 
COMMS 
 
1 x Production Intercom MS-200 Master Station and headset 
3 x Wired beltpack and headset 
 
PIANO 
 
Fazioli – model F278 
 
FURNITURE 
 
100 x Sidechairs 
100 x Wenger Classic music stands  
 
LOADING DOCK 
 
Height: 800mm - Fixed height 
Entry from main carpark. 
 
 


